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PLACE FIRST TWO (2) —— EXISTING PIPE " §
‘ 3/4” PLYWOOD FLOWABLE FILL POURS JOINT DRILL 2" DIA. HOLE AT » .

AS INDICATED BELOW DOWNSTREAM END OF PIPE #5 DOWELSx16 ) (TYpP.)
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' DRILL AND MORTAR
40"+ HYDROPHILIC WATER (2)#5 DOWELS
(2)#5) DOWELS 1_0"g" 1’—0” STOP ALL AROUND (TYP.) ©12" 0.C. (3 SETS) DOWELSnlNTO CONCRETE §
@12” 0.C. (TYP.) | SLOE WAL (4" EMBED) PIPE (4" EMBEDMENT) \
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REFER TO THE PROJECT SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS AND INFORMATION. C1. AL CONCRETE WORK SHALL COMPLY WITH AC| 301 "SPECIFICATIONS FOR STRUCTURAL CB.  MAXIMUM SLUMP SHALL BE:
CONCRETE FOR BUILDINGS™ AND AC! 318 "BUILDING CODE REQUIREMENTS FOR 4" FOR REINFORCED WALLS.
ALL WORK SHALL COMPLY WITH THE VIRGINIA UNIFORM STATEWIDE BUILDING CODE (USBC), STRUCTURAL CONCRETE.” 12" FOR FLOWABLE BACKFILL (PER ASTM C 1611)
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ACI BUILDING CODE (ACI 318—02), ASTM STANDARDS AND ANY OTHER APPLICABLE CODES, :

RULES AND REGULATIONS BY AGENCIES HAVING JURISDICTIONS. WHERE CODES OVERLAP, . CONCRETE FOR REINFORCED WALLS SHALL BE PORTLAND CEMENT CONFORMING TO . ADD AIR ENTRAINING ADMIXTURE CONFORMING TO ASTM C260 TO
COMPLY WITH THE MORE STRINGENT REQUIREMENTS. ASTM C150-05, TYPE Iil (HIGH EARLY STRENGTH) AND SHALL HAVE THE FOLLOWING PRODUCE MAXIMUM AIR BY VOLUME OF 5% FOR REINFORCED
MINIMUM COMPRESSIVE STRENGTH AT 28 DAYS: 5000 PSI. WALLS.
EXISTING DIMENSIONS SHOWN ARE APPROXIMATE. CONTRACTOR SHALL FIELD VERIFY ALL (3) DAY BREAK 3000 PSI BEFORE BACKFILLING .
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MEASUREMENTS. . ALL CONCRETE SHALL BE TRUCK MIXED. y
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. CONCRETE FOR FLOWABLE BACKFILL SHALL BE PORTLAND CEMENT CONFORMING TO §
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OWNER/ENGINEER. ANY WORK NOT MEETING THESE STANDARDS WILL BE REJECTED. STRENGTH AT 28 DAYS: FIRST LIFT : 3000 PS| ACCORDING TO ACl 318 (INCLUDING ACI 305 FOR HOT WEATHER

SECOND LIFT: 200 PSI :
THERE WILL BE NO SUBSTITUTION OF MATERIALS UNLESS APPROVED IN WRITING BY THE Sggoﬁﬂgﬁgﬁo%gﬁt”gswﬁél”?&?ﬂ@r@?@mﬁﬁccgfés'.
OWNER/ENGINEER. . FLOWABLE BACKFILL MAY BE PLACED WHEN COMPRESSIVE STRENGTH OF REINFORCED
WALLS HAS REACHED 3000 PS. ASTM
CONTRACTOR IS TO DISPOSE OF ALL DEMOLITION MATERIALS AND LEAVE THE WORK IN A - REINFORCING BARS SHALL BE NEW AB15, GRADE. 60. .
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READY TO USE CONDITION. . CONTRACTOR SHALL SUBMIT CONCRETE MIX DESIGN TO THE OWNER/ENGINEER FOR . ALL REINFORCING SHALL BE INSPECTED BY THE OWNER'S
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APPROVAL. CONCRETE ACCEPTANCE SHALL BE ON THE BASIS OF "TRIAL MIXTURES" AS TESTING AGENCY BEFORE CONCRETE IS PLACED. §
CONTRACTOR IS RESPONSIBLE FOR ALL MEANS, METHODS, LABOR PROCEDURES AND SAFETY DESCRIBED IN ACI 318, SECTION 5.3. PROVIDE TRIAL MIXTURES FOR THREE DIFFERENT
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PRECAUTIONS FOR COMPLETING THE WORK. WATER-CEMENT RATIOS INDICATING 7—DAY AND 28-DAY COMPRESSIVE STRENGTH (FC); . NO CALCIUM CHLORIDE SHALL BE USED IN ANY CONCRETE. .
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1200 PS| GREATER THAN REQUIRED SHALL BE ACCEPTED. 3
CONTRACTOR IS RESPONSIBLE FOR ALL WORK DURING CONSTRUCTION UNTIL FINAL APPROVAL . PROVIDE HYRDROPHILIC WATERSTOPS BY GREENSTREAK, INC, |

BY OWNER/ENGINEER AND LOCAL OFFICIALS. . THE CONTRACTOR SHALL TAKE ONE SET OF EIGHT (8) STANDARD TEST CYLINDERS FOR HYDROTITE TYPE CJ—3030-M, OR APPROVED EQUIVALENT.

WHERE SPECIFIC MANUFACTURER'S PRODUCT IS CALLED OUT, ALL MATERIALS AND WORK MUST

EACH DAYS PLACEMENT AND THE OWNER'S TESTING AGENCY WILL PERFORM oROVIE. HILIT TYPE HITHY 200 INJECTABLE. MORTAR. FOR
COMPLY WITH THE MANUFACTURER'S STRICT RECOMMENDATIONS FOR INSTALLATION. IT IS THE SN (;?STCSYLI(':‘%ELV;OWSZ)RE%EI.RI\I’?ERS AT 3 DAYS, 7 DAYS AND 28 DAYS, " DRILLED DOWEL REINFORCEMENT, OR APPROVED EQUIVALENT.
CONTRACTOR'S RESPONSIBILITY TO OBTAIN INSTRUCTIONS AND TO THEN FOLLOW THEM. ‘
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FINE AGGREGATE SHALL BE WASHED NATURAL SAND CONFORMING TO ASTM C33. .
COARSE AGGREGATE SHALL BE WELL GRADED CRUSHED STONE OR WASHED GRAVEL i

CONFORMING TO ASTM C33 WITH A MAXIMUM SIZE OF 3/8" SIZE (AASHTO NO. 10). §
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